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LOCTITE CORPOR.-.TION

(INFORMATION will BE TREATED AS C

. DPM 6082-4
h...[ERIAL SAFETY- DATA

ONFIOENTIAL)

NAME

SECTION | l MATERIALIDENTIFICATIONl Product 222

BART NO,

222

MANUFACTURER'S NAME

Loctite Corporation (GW‘(M\B M)

MERGENCY TELEPONE M

(303) 278-1280 X429

ADDRESS {Numpser, Strewt, City, State, Jip Coos)

5 N. Mountain Rd., Newington, CT 06111

CEMICAL NAME AND SYNONYMS

TRADE NAME AND SYNONYMS

C=EMICAL FAMILY ‘ FORMULA NUMBER

CHEMICAL AND PHYSICAL PRCPERTIES

SECTION 1l (USE ADDI TIONAL SMEETS IF NECESSARY)
MOLECULAR WT BOILING POINT MELTING POINT SPECIFIC GRAVITY (watera])jor BULK
> 300 __cF] o | =N 105 e B0 e
VAPOR DENSITY {Awse]l) VAPOR PRESSURE {mm mg)
L 5 e 80 °F ) oF e oF
SOLUBILITY ODOR/APPEARANCE ory/ l INDEX OF REFRACTION
Low in warer Mild, purple liquid twith white filler e °F

CORROSIVE ACTION ON MATERIALS te.g. J1uminum, Carbon 164, CODDEr, TUDDEr, PLILLICS, #tC.)

DOES THE MATERIAL Yeos Vs ves STRONG
WATER
PEsSsento " AR lem E k 'm HEAT Huo OXIDIZERS

1 | Yo ' POSSIBLE PRODUCTS PRODUCED ON DECOMS,_
~NO

SECTION 111 FLAMMABILITY AND EXPLOSIVE PRQPERTIES
CLOSED Cus SETAFLASH 1F FLASH POINT CHANGES OURING EVAPORATION GIVE DATA
ISR S 200 °f oF
LOWER WPPER ] ves FIRE POINT OIGNITIONTEMP! SUITABLE EXTINGUISHING AGENTS
Sxevosive LimTs . e M e o

T WHAT PRODUCTS MIGHT BE FORMED IN THE EVENT OF FIRE OR ABNORMAL TEMPERATURES?

CO07, Foam, Dry
Chemical

UNUSUAL FIRE OR EXPLOSIVE HRAZARDS COMPRESSED GASES

NAME

YES
NO

ROOM TEMPERATURE

-

S

GIVE CHEMICAL NAMES OF COMPONENTS. IT IS IMPORTA

SECTION IV

|

NT TO KNOW WHETHER ALCOHOL 1S METmANOL;

COMPOSITION aAn AROMATIC ~YDROCARBON 1S BENZENE, A CHLORINATED MATERIAL IS CARBON TETRACHLORIDE.

HAZARDOUS MATERIALS

N

Must include any ingredients & .@'\}\“\ YL &/

which are regulated or otherwise Qe 6;\%':&"' .&&‘ & &S5 &/ &S o,)'.\“ &
controlied due to their oS qﬂég" o/« Q\*f L VL YA IES
hazardous or toxic nature iy

Dialkyl toluidine ~« 1\ U X

Organic Hydroperoxide 21 U | X -

Regulated by and reference number:

SECTION V HEALTH HAZARD DATA

PERMISSIBLE EXPOSURE LIMITS

Does not apply.

EFFECTS OF OVEREXPOSURE

May cause dermatitis on prolonged

contact in sensitive individuals.

EMERGENCY AND FIRST AiD PROCEDURES

Skin and Eye Contact: Flush

with water.

Ingestion:

Keep calm and obtain medical attention.

LDsg > 10,000 mg/kg

SECTION VI REACTIVITY DATA

STABILITY UNSTABLE

CONDITIONS TO AVOID

STASLE

INCOMPATABILITY (Materuis tc Avold)

Will attack some thermoplastics,

HAZARDOUS DECOMPOSITION PRODUCTS

CONDITIONS TO AVOLD

HAZARDOUS MAY OCCUR

H

POLYMERIZATION

wit AT OCLUR

BOE-C6-0225324



- .

-SECTION VI ]mummmmxmws

STEPS YO BE TAKEN tN CASE MATERIAL IS RELEASED OR SMLLED

Flush with shop solvents,

WASTE DISPOSAL METHOD

Standard for water-—insoluble, non-toxic chemicals.,

- SECTION Vil l SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (specity type)

LOCAL EXHAUST
VENTILATION :

SPECIAL

MECHANICAL (ponersi)

OTHER

PROTECTIVE GLOVES (1ype If r.m.moo)

TYE FRGTECTION

Recommended Recommended =
OTHER PROTECTIVE EQUIPMENT
SECTION IX ]SHWNNGREGULAHONSFORHAZARDOUSMATENAL . |

A. IS THE ARTICLE SUBJECT TO SHIPPING REGULATION FOR HAZARDOUS MATERIAL UNDER EACH OF THE FOLLOWING MODES (1}
NOTE: (1), (2), (3), (4).s REFER TO INSTRUCTIONS: MATERIAL SAFETY DATA SECTION IX

YES NO

’ YES NO
naiL eus
TRUCK “ AIR (2)

YES YES NO

UNITED PARCEL B g

PARCEL POST
WATER CARRIER

8. IF ANY MODES IN ™A

1S ANSWER = YES ", COMPLETE THIS SECTION (iF NECESSARY ATTACH ADDITIONAL DETAIL SHEET)

TYPE OR CLASS DESCRIBED IN THE REGULATIONS

PROPER SHIPPING NAME (TRUE CHEMICAL OR OTHER NAME AS LISTED IN THE
REGULATIONS)

"PE OF PACKING CONTAINER

SIZE OR QUANTITY IN

B PACKAGE

MAXIMUM QUANTITY OR GROSS WEIGHT LIMITS FOR FOLLOWING MODES

——

OUTER CONTAINER DESCRIPTION {4)

SPEC. NO. IF PUBLISHED IN REGULATIONS

8us

PAPARCEL POST

D e —

WATER CARRIER UNITED PARCEL e

4
»

MAKING REQUIREMENTS FOR OUTER CONTARINER

MODE ‘MARKING

RAIL

TRUCK

WATER CARRIER
AR

BUS

PARCEL POST
UNITED PARCEL

HERENERR

LABEL REQUIRED IF NOT EXEMPT

MODE LABEL

RAIL

TRUCK

WATER CARRIER
AR

aus

PARCEL POST
UNITED PARCEL

LELEPTTT]

C. SHIPPING PAPERS OR /DOCUMENTS INFORMATION (USE ADDITIONAL SHEETS IF NECESSARY FOR DETAILS)

CERTIFICATE REQUIRED
CHARGED PRESSURE (PSI,

, B E

SPECIAL STOWAGE REQUIREMENT OR INSTRUCTION
FNR CARRIER

OTHER INFORMATION SUCH AS RESTRICTIONS FOR SHIPMENT VIA CARGO
AIRCRAFT ONLY

IF YES, SPECIFY THOSE REQUIREMENT SUCH AS TEMPERATURE LIMITS LOCATION ON CARRIER VENICLE, EXPOSURE OR STOWAGE WARNING INSTRUCTIONS, E7C.

SCTION X SPECIAL PRECAUTION & CONCLUSION

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Store below 110°F to preserve shelf life,!

ADDITIONAL SUPPLIER COMMENTS

Avoid prolonged skin contact.

®¥  Edward S. Kubik
TILE Section Mgr.;'Analytical.Chemistry
PATE November 1, 1979

BOE-C6-0225325



